The e-mail address of mail 
receiver is input to the I -FAX. 



(a) 



The program of the 
I -FAX is activated. 



The document for 
facsimile is scanned. 



(b) 



-(c) 



The scanning task is finished. 



-(d) 



The I -FAX informs the default e-mail 
address thereof (such as ifax&nail. 
com.tw) to the mail server through 
the simple mail transfer protocol 
(SMTP) . 



■(e) 



The mail server has corrective response. 



■(f) 



The I -FAX informs the e-mail address 
of mail receiver to the mail server. 



X 



The mail server has corrective response. 



(9) 



■(h) 



The I -FAX begins to transmit mail and 
the block of mail sender address in the - 
mail is filled with ifax@mail.com.tw. 



(i) 



The mail transmitting is finished. 
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-U) 



The e-mail address of mail receiver and 
the e-mail address of mail sender are ^ 
manually input to the I -FAX. 



The program of the I-FAX is activated. 



The document for facsimile is scanned: 



(3) 



The scanning task is finished. 



(4) 



The I-FAX informs the manually -input 
e-mail address of sender to the 
mail server through the simple 
mail transfer protocol (SMTP). 



The mail server has corrective response:^ (6) 



(5) 



The I-FAX informs the e-mail address 
of mail receiver to the mail server: 



The mail server has corrective response. 



(7) 



(8) 



The I-FAX begins to transmit mail 
and the block of mail sender address 
in the mail is filled with manually - 
input e-mail address of sender. 



The mail transmitting is finished. 



(9) 
(10) 
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